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NOTES :

1. ALL DIMENSIONS ARE IN METRES
2. BASE COURSE THICKNESS DEPENDS

ON THE SUB-GRADE STRENGTH.
3. EXPANSION JOINTS ON CONCRETE

PAVEMENT SHALL BE CUT EVERY 3m.
4. COMPACTED BASE COURSE CLEGG

HAMMER TESTED CIV VALUE > 35.
5. SAW-CUT FOOTPATH.
6. ENTRANCE TO BE POURED

MONOLITHICALLY.
7. ALL CONCRETE SURFACES TO HAVE

BROOM FINISH.
8. WIDTH OF DROP KERB TO BE AGREED

AND APPROVED BY COUNCIL
ENGINEER.

9. ALL CROSSING ALIGNMENTS,
MATERIAL AND PAVEMENT DESIGN
TO BE APPROVED BY COUNCIL
ENGINEER.
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LENGTH VARIES
TO BE CONFIRMED BY ENGINEER ON SITE
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2% SLOPE FOR FOOTPATH1V:8H SLOPE OR
FLATTER

150mm THICK 20 MPa CONCRETE

100mm THICK COMPACTED
BASE COURSE AP40

EXISTING KERB TO BE CUTDOWN

STEP
30mm MAX
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