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* WHERE POSSIBLE SUBSOIL
DRAINAGE SHOULD DESIRABLY
BE 1000mm FROM TOP OF KERB
WITH SUITABLE OUTLET TO
CATCHPIT OR MANHOLE

. FILTER FABRIC COMPLIES TO NZTA F2 & F7 SPECIFICATIONS.
. PERFORATED PIPE, PUNCHED / SLOTTED PIPE COMPLIES TO

. ALL DIMENSIONS SHOWN ON THIS PLAN ARE IN MILLIMETERS

500 MIN

BERM

LOCATION OF SUBSOIL DRAINAGE

CARRIAGEWAY

[+——BOUNDARY

BATTER DRAINAGE

SUBSOIL DRAINAGE DETAIL

BASECOURSE
IMPORTED SUBBASE

SUBGRADE

SUBSOIL DRAINAGE.
LOCATION VARIES

SUBSOIL DRAINAGE.
LOCATION VARIES

KERB AND CHANNEL
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WHERE IMPORTED SUBBASE

IS PERMEABLE, EXTEND THE

LAYER OVER THE SUBSOIL

DRAIN. OTHERWISE BACKFILL 70
WITH FILTER MATERIAL. T0l

DRAINAGE METAL TO MATCH
GROUND / SOIL TYPE

FILTER FABRIC TO MATCH
GROUND / SOIL TYPE

[ |
| SUB SOIL LOCATION VARIES |

DEPENDING ON DESIGN &
DRAINAGE REQUIREMENTS

NOTES:

SUBSOIL DRAINAGE TO BE LAID AT UNIFORM GRADE.

SUBSOIL DRAINAGE MUST CONNECT INTO STORMWATER
RETICULATION.

FLUSHING POINTS INSTALLED FOR MAINTENANCE AND SUBSOIL
SUMPS. SEE DRAWING HDC-SW-008

EDGE MARKER POSTS INSTALLED FOR FLUSHING POINTS IN
RURAL AREAS.

ALL SUBSOIL DRAINAGE MUST BE INCLUDED IN RAMM AND
ASBUILT DATA.

APPROVED DRAINAGE MATERIAL AROUND PERFORATED PIPE.
FILTER FABRIC AROUND DRAINAGE MATERIAL IN SANDY AREAS.
FILTER SOCK AROUND PERFORATED PIPE IN ROCKY AREAS.
SUBSOIL DRAIN APPLIES TO ROAD SECTIONS / AREAS WITH

G

RURAL SUBSOIL DRAINAGE

100 MIN ROAD METAL
ON FILTER FABRIC

SUBGRADI

DRAINAGE METAL TO MATCH
GROUND & SOIL TYPE

FILTER FABRIC TO MATCH
GROUND & SOIL TYPE

PERFORATED PIPE

IMPERMABLE OR POOR PERMIABILITY, OR WHERE GROUND
WATER IS PRESENT.

NZTA F2 SPECIFICATIONS.

UNLESS STATED OTHERWISE.

Horowhenua’S

Drawn Designed
STANDARD DETAILS 2 GO0DMAN Kene
B. MAGUIRE OCTOBER 2020
DISTRICT CounclL SU BSOIL DRAINAGE Scale Drawing No. Revision
NOT TO SCALE HDC-SW-007 RO

Original Sheet Size A3 [297x420]




