150mm
]

50 NIPPLE

MIN 600 DEPTH OF
COVER AT THIS POINT

50 90 DEGREE BEND
BRASS OR STAINLESS STEEL

50 NIPPLE

WATERMAIN GENERALLY
AT 750 COVER

50 NYLON COATED GATE VALVE
(LOCATED IN BERM / FOOTPATH AREA)

50 JOINT
50 PIPE

RIDERMAIN GENERALLY
AT 600 MIN. COVER

BEDDING AS SPECIFIED ——@

DI PRETAPPED CONNECTOR

STRAIGHT LINE CONNECTION -

17.5 MPa CONCRETE

METHOD 1- ELEVATION

NATURAL GROUND
50 GATE VALVE
(LOCATED IN BERM / FOOTPATH AREA)

50 DIA. PIPE

BEDDING AS SPECIFIED

[~ 'PVC WATERMAIN

DI PRETAPPED CONNECTOR

Y

17.5 MPa CONCRETE
THRUST BLOCK

NATURAL GROUND

BEDDING AS SPECIFIED

90° CONNECTION -

50 NIPPLE

PLAN RIDER MAIN

ALL DIMENSIONS IN MILLIMETRES.

NOTE:
1.

CONNECTIONS

2. USE METAL GATE VALVE ON 20mm CONNECTIONS WHERE
REQUIRED BY COUNCIL OR WHERE SHUTTING DOWN MAIN TO
REPAIR SERVICE WOULD CAUSE SIGNIFICANT INTERRUPTION
TO SUPPLY.

3. USE PROPRIETARY IN LINE METAL VALVES APPROVED BY
COUNCIL WHEN MAIN IS TAPPED UNDER PRESSURE. WHERE
POSSIBLE, LAY SERVICE CONNECTIONS AND RIDER
CONNECTIONS TO PRINCIPAL MAIN.

4. INSTALL METALLIC WARNING TAPE ON ALL WATERMAINS AND
LATERALS.

5. RIDER MAINS TO BE INSTALLED FOR SERVICE CONNECTIONS
TO PRINCIPAL MAIN USE DI PRETAPPED CONNECTORS FOR
LARGE SERVICE CONNECTIONS AND RIDERMAINS.

THRUST BLOCK (CONCRETE
KEPT CLEAR OF BOLTS)

[~=—— FINISH WATERMAIN

WITH TERMINAL
FIRE HYDRANT

SECTION

/— HDC'S PREFERRED TAPPING BAND DETAIL
—a——TALBOT ANGLE FERRULE
/— GUNMETAL TAPPING BAND

APPROVED TAPPING BAND

APPROVED ADAPTOR
WITH INSERT

PLAN - STANDARD TAPPING METHODS

INTERNAL CUTTER AND
MAINTAP (360° ROTATABLE)

ELECTROFUSION TAPPING SADDLE PE PIPE

6. STANDARD COVER FOR 100+150 WATERMAINS. 750mm COVER

7. STANDARD COVER FOR 63mm RIDERMAINS, 600mm COVER

8. DOMESTIC FITTINGS (NIPPLES, THREADED PIPE) NOT
PERMITTED IN RETICULATION
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